
 

Anti-cut ,anti-climb ,tough & invisible  

 

TMT FENCE’s range of fencing solutions quickly becoming a preferred choice 

when specifying and selecting high quality ,affordable perimeter and security 

fencing products in south Africa  

 

Tel - 071 668 9417



 

Warranty conditions  

TMT FENCE  fencing products are manufactured from the highest quality 

materials .hot dip galvanized steel is precisely heated to provide a galvanize 

substrate layer of protection .the steel then powder coated. 

The powder coated surface covering on TMT FENCE products is guaranteed  

under normal and proper usage against cracking ,peeling ,chipping ,blistering or 

corroding for a period of 5 years from date of purchase .physical damage 

,abrasion or exposure to salty environment are not considered normal and 

proper usage .TMT FENCE framework is also guaranteed for 5 years against 

defects in workmanship or materials 

exclusion  

-warranty does not apply to installations within 3km from the 

coastline or corrosion due to abnormal level of aggressive 

chemicals or highly corrosive environments .this warranty does 

not cover aesthetic surface corrosion including fading and 

surface deposits . 

-TMT FENCE reserves the right to select a qualified installer to 

perform the lobour to repair or replace components that are 

deemed defective under the terms of this warranty  

Above terms constitutes the comprehensive warranty by TMT 



 

Rigid and strong 

Heavy welded security mesh panels with hori zontal reinforced ribs 
provide strength and rigidity. The four bends provide extra strength. 

Hard-wearing 

The galvanised steel and powder coatng provide resistance to 
rust and corrosion. 

Quick installation 

Spider clips and pre-drilled holes in our pos ts allow for easy and 
quick installation. 

Durable 

The fence is galvanised and powder coated which makes it strong, durable 
and easy to maintain 

Aesthetically pleasing 

The gaps created provide a see-through panel fencing solu�on 
enabling good visibility 

 



 

Basic security panel specification  

width 3050mm 

height 1800mm ,  2000mm  ,  2400mm 

Aperture  50x100mm 

Wire diameter  4 mm horizontal  / 3mm vertical  

bends 3 bends and 4 bends 

Finishing coat Hot-dip galvanized and powder coated 

colour Charcoal and black  

  

 



 

Premium security panel specification  

width 3050mm 

Height  1800 , 2000 , 2400mm 

Aperture  76,2 x12,7mm 

Wire diameter  4mm horizontal / 3mm vertical  

bends 3 bends & 4 bends 

Finishing coating  Hot dip galvanized and powder coating  

colour Charcoal and black  

 



 

  

 

 

 

Profile  75x60mm taper  locking post with 
1,6mm cover plate  

Wall 
thickness  

2mm 

Finishing  Hot –dip galvanized and 
Powder coated 

cap Plug-ins post  
caps 

Fixing 
system  

Tie rod with shear nuts tied to 
8mm washer inside the coverplate 

  

Profile  76x76mm square tubing   
post 

Wall 
thickness  

2mm 

 Finishing  Ho-dip galvanized and 
Powder coated 

cap Square plug-ins  
Post caps 

Fixing   
system  

Spider brackets clamps  with 
anti-vandal tork screws  
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